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1.0
Purpose

1.1
This document shall lists the Calibrated Instruments Numbering System used in the Conventional Magnet 


Facility for the purpose of tracking each instruments calibration.

2.0
Set Designator


2.1
A - For individual instruments.


2.2
B through Z - For instruments which are part of a set.

3.0
Tool Type

3.1
A two letter designation in which the first letter reflects the tool type, such as M for Micrometer.  The 


second letter reflects the sub-classification, such as O for Outside or I for Inside.


3.2
AC
Accessory




BC
Component Bridge




BG
Gage Block Set




BV
V Block




CD
Dial Caliper




CE
Electronic Caliper




CS
Oscilloscope Camera




CV
Vernier Caliper




GD
Depth Gage




GH
Height Gage




GT
Telescoping Gage




GR
Radius Gage




GS
Scratch Gage




HM
Micrometer Head




ID
Dial Indicator




MD
Depth Micrometer




MH
Hole Micrometer




MI
Inside Micrometer




MM
Multimeter




MO
Outside Micrometer




MT
Thread Micrometer




OD
Digital Ohmmeter




OS
Oscilloscope




SO
Optical Scope




PA
Parallel




PH
Hipotter




PI
Permeability Indicator




PR
Protractor




PS
Survey Platform




SC
Calibration Standard




ES
Electronic Scale




SQ
Square




TP
Tool Post

4.0
Manufacturer

4.1
A two letter designation in which generally reflects the Manufacturers initials.


4.2
AM
Ames Precision




AD
A & D Co. Ltd.




BC
Barber Coleman




BL
Bausch & Lomb




BR
Brunson




BS
Brown & Sharp




ES
Severn Engineering




HE
Helios




HT
Hypotronics




JB
James Biddle & Co.




JF
John Fluke Mfg. Co. Inc.




LS
L.S. Starrett




MI
Mitutoyo




PO
Polaroid




RF
RFL Industries




SE
Sears




SP
Southern Precision




ST
Scherr Tumico




TT
Tektronix




WK
Wayne Kerr

5.0
Serial Number

5.1
The individual instrument serial number shall begin with 001 and go up to 999.  The instruments that are 


part of a set shall begin with 001 and go up to 999.

6.0
Accessory Notation


6.1
The main instrument(s) in a set shall be 0A, OB, OC etc..  While a number indicates an accessory or 


attachment for the instrument(s) bearing the parent number.

7.0
Example

7.1
Listed below is a Individual, Inside Micrometer, Manufactured by L.S. Starrett, Serial Number 001 and 


having no Accessories (AMI-LS001-00).

A
MI
-LS
001
-00
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