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Note(s):

This form is to be completed prior to starting any grit blasting task.  Once completed this form is to be placed in the Grit Blast Booth Operation Safety Checklist Binder located at the Grit Blast Booth Operators Desk.

Only a Trained/Approved Grit Blast Booth Operator may operate the Grit Blast Booth, refer to the Grit Blast Booth Operation Procedure (OP-318954).

There must be a Grit Blast Booth Monitor appointed to monitor the Two-Way Communication System.

If the answer to any of the questions on the form is NO, DO NOT enter the Grit Blast Booth inform the Production Manager.

1.0
Personal Protective Equipment

1.1
Is all the PPE in satisfactory condition. 




Yes

No


1.2
Perform a test of the two-way communication system with those personnel that will be monitoring during this 

operation of the Grit Blast Booth.  This check should be performed with the monitor at the furthest most part of the 

building.  This check shall be performed at least each half hour.

Yes

No

2.0
Air Monitoring System

2.1
Is the Air Monitoring System in operational order as per  the Dynamation ABL 4021-1 Operators Manual 


(OP-333153).  For calibration refer to the Respiratory Air Line Calibration Procedure (OP-333107).




Gas Detection Instrument ABL 4021-1 Flow (.5 to .8 SCFH)

Yes

No

If the flow is not in limits, adjust the flow regulator next to the equipment to achieve the proper flow.  If this adjustment doesn't achieve the proper flow contact your supervisor.

3.0
Grit Blast Booth

3.1
Check the integrity of the hoses and the Grit Blast Nozzle.


Yes

No


3.2
Check the integrity of the Grit Blast Booth Door Seals.


Yes

No


3.3
Check the Blower and Dust Cabinet for leaks and holes.


Yes

No

4.0
Dust House

4.1
Check the Pressure Drop in the Photohelic pressure sensors.  The pressure must
Yes

No



be in the range of  1 to 5 WC inches, maintaining typically around 2 WC inches.

5.0
Operation Checks

5.1
Perform and operational check of the Two-Way Communication System.  This check to be valid must have the Grit 

Blaster in operation.  The operation of the Grit Blaster is to be of a time interval long enough to determine if the 

Two-Way Communication System is operational.



Yes

No


5.2
Perform and operational check of the Emergency Shut-Off System.  To accomplish this check, have the Grit Blast 

Booth Monitor push the Grit Blaster Shut-Off Button located outside the Grit Blast Booth on the south wall.  This 

check to be valid must have the Grit Blaster in operation.  The operation of the Grit Blaster is to be of a time 

interval long enough to determine if the Emergency Shut-Off System is operational.



Did the Grit Blaster Shut Down





Yes

No



Did the Grit Blast Operator hear the audible Alarm during the Grit Blaster Operation before the Grit Blaster 

shutting 
down.







Yes

No

Operational Check of the Grit Blast Booth Performed by:

















Approved Grit Blast Booth Operator
Date/Time

Operational Check Witnessed by:




















Grit Blast Booth Monitor


Date/Time

Approval to Operate Grit Blast Booth:



















Production Manger or Designee

Date/Time
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