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From:  Dean Connolly
4/12/06
To:  Luciano Elementi
Subj:  Respooler Length Counter Procedure
Wire Respooler Length Counter Procedure
1.
Set the Speed Potentiometer Dial to Zero (full counter-clockwise) position.
2.  
Reset the Mechanical Counter to zero with the push button located under the mechanical counter.

3
Depress momentary on push button to turn power on.

4
Set the Preset count (in meters) on the Electronic Preset Counter:



(a)  Press and hold SEL (Select Key) for 2 seconds.



(b)  Press RST (Reset Key) 4 times to access module #4 



(c)  Press SEL to advance menu to SPt VAL (Setpoint Value)

(d)  Press RES to edit the preset count in meters.  Press SEL to access the 

       digit of interest. (the digit will flash)  Press RES to increment the

       selected digit.



(e)  Press and hold SEL to return to the menu, press the SEL button to



      scroll through the menu to END.  After 1 second the display will    



      return to the Count Screen  [ C          0].

5 
Turn the Speed dial clockwise until the desired respooling speed is achieved.

6.
When the desired preset is reached the display will turn green and the motor will


Stop.

BEFORE RESETTING THE ELECTRONIC COUNTER ADJUST SPEED POT TO ZERO (FULL CCW)
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