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1.0 General Notes
1.1 White (Lint Free) Gloves (Fermi stock 2250-1800) or Surgical Latex Gloves (Fermi stock 2250-2494) shall be worn by all personnel when handling all product parts after the parts have been prepared/cleaned.
1.2 All steps that require a sign-off shall include the Technician/Inspectors first initial and full last name.
1.3 No erasures or white out will be permitted to any documentation.  All incorrectly entered data shall be corrected by placing a single line through the error, initial and date the error before adding the correct data.

1.4 All Discrepancy Reports issued shall be recorded in the left margin next to the applicable 
step.
1.5 Cover the Main Coil Assembly with green Herculite (Fermi stock 1740-0100) when not being serviced or assembled.
2.0 Parts Kit List
2.1 Attach the completed Parts Kit List to this traveler.  Ensure that the serial number on the Parts Kit List matches the serial number on this traveler.  Verify that the Parts Kit received is complete.
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In any of the below steps, if either Flag Clamp #1 or Flag Clamp #3 will not align properly, substitute with Flag Clamp #2 (MB-445246)(2 ea), and  HHCS 3/8”-16 x 3” lg SS (MA-393538)(4ea), Compression Washer (MA-393922)(8 ea) and Hex Nut 3/8”-16 Bronze (MA-393923)(4 ea). 

3.0 Upper Right Hand Position
3.1 Clean the area to install Flag Clamp #3 (MB-445247) with approved cleaning materials.

3.2 Install Flag Clamp #3 (MB-445247) onto the back side of existing Upper Right Hand and Lower Left Hand Flags using HHCS 3/8”-16 x 2 1/2” lg SS (MA-393921)(4 ea), Compression Washer 3/8” (MA-393922)(8 ea) and Hex Nut 3/8”-16 Bronze (MA-393923)(4 ea) for each Flag Clamp.
3.3 Torque bolt to 20 ft/lbs.


□
Alternate Flag Clamp #2 Installed
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4.0 Lower Right Hand Position
4.1 Clean the area to install Flag Clamp #1 (MB-445245) with approved cleaning materials.

4.2 Install Flag Clamp #1 (MB-445245) onto the back side of existing flag using HHCS 3/8”-16 x 2 1/2” lg SS (MA-393921)(4 ea), Compression Washer 3/8” (MA-393922)(8 ea) and Hex Nut 3/8”-16 Bronze (MA-393923)(4 ea).
4.3 Torque bolt to 20 ft/lbs.


□
Alternate Flag Clamp #2 Installed
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5.0 Lower Left Hand Position
5.1 Clean the area to install Flag Clamp #3 (MB-445247) with approved cleaning materials.

5.2
Install Flag Clamp #3 (MB-445247) onto the back side of existing Upper Right Hand and Lower Left Hand Flags using HHCS 3/8”-16 x 2 1/2” lg SS (MA-393921)(4 ea), Compression Washer 3/8” (MA-393922)(8 ea) and Hex Nut 3/8”-16 Bronze (MA-393923)(4 ea) for each Flag Clamp.
5.2 Torque bolt to 20 ft/lbs.


□
Alternate Flag Clamp #2 Installed
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6.0 Upper Left Hand Position

6.1 Clean the area to install Flag Clamp #1 (MB-445245) with approved cleaning materials.

6.2 Install Flag Clamp #1 (MB-445245) onto the back side of existing flag using HHCS 3/8”-16 x 2 1/2” lg SS (MA-393921)(4 ea), Compression Washer 3/8” (MA-393922)(8 ea) and Hex Nut 3/8”-16 Bronze (MA-393923)(4 ea).
6.3 Torque bolt to 20 ft/lbs.


□
Alternate Flag Clamp #2 Installed
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7.0 Documentation Update
7.1 Perform the following:
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Location Verified Date






□


Status
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Make entry regarding work performed.




□
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8.0 Production Complete

8.1 Process Engineering verifies that the Traveler is accurate and complete.  This shall include a review of all steps to ensure that all operations have been completed and signed off.  Ensure that all Discrepancy Reports and dispositions have been reviewed by the Responsible Authority for conformance before being approved.
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