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Device Service Record Form for TE1PAV004
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	7-7-10
	Cavity received at IB4. Routed in to QC for inspection on RF 91708
	L. Zimmerman

	9-16-10
	In QC for Inspection
	O. Lira

	9-22-10
	Moved from QC back to IB4 mid floor
	O. Lira

	3/2/11
	Moved from IB4 to optical inspection stand at ICB per A. Rowe
	JB/LZ

	3/3/11
	Optical inspection completed
	E. Toropov

	3/3/11
	Images indicate some pits near the equator weld
	E. Toropov

	4/15/11
	Cavity moved from ICB  to ANL per Damon Bice
	J. Brown

	11/8/2011
	Cavity received 140 µm EP at ANL.
	R. Murphy

	11/9/11
	Cavity transported to IB4 from ANL.
	L. Zimmerman

	11/10/11
	Cavity transported from IB4 to ANL.
	Z. Stauber

	11/16/11
	Cavity received assembly sequence at ANL
	B. Stone

	11/17/11
	Cavity transported from ANL to ICB.
	Z. Stauber

	11/22/11
	Cavity transported from ICB to A0.
	Z. Stauber

	11/29/2011
	Cavity prepped and performance tested at A0 North Cave
	E. Harms

	01/10/12
	Cavity in storage in ICB, fully assembled.
	N. Bremer

	3/5/12
	Cavity was transported to IB1 sometime around 2/25/12
	Damon Bice

	8/22/12
	Cavity location verification.  Cavity @ ICB.
	Jim Rife
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