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Device Service Record Form for TE1TRI001
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	06-05-12
	Cavity moved to ANL for 5um BCP  
	Chad Thompson

	06-13-12
	Cavity received 5um BCP @ ANL and transported to IB4 awaiting EP
	Damon Bice

	06-20-12
	Electropolished for 1.5 hr, rinsed system with 7.5L Sulfuric acid, average temperature:  19.0 EQ/24.4 BT, average current:  48 A, average flow rate:  0.4 gal/min, estimated material removal:  35 µm EQ/ µm BT, average modulation amplitude of current oscillations:  30%, volume of electrolyte used:  18L, 

Data location:  Q:\TD_SCRF\IB4 Single-Cell CPF\EP\EP Data\2012-06-20 TE1TRI001.xls
	Chad Thompson

	06-20-12
	Ultrasonically cleaned 1hour in 0.5% liquonox at 120 F in IB4 CPL small US cleaner and stored in a bucket with UPW.
	Chad Thompson

	07-03-12
	Cavity moved to ANL
	Chad Thompson

	7/3/12
	Cavity received at ANL
	Chris Baker

	7-9-12
	Received standard HPR / Assy sequence @ ANL and transported to IB1 for test
	Damon Bice

	7/9/12
	Received at IB1
	M. Carter

	7/12/12
	Cavity ready for pickup
	M carter

	7/12/12
	Cavity was brought to ICB and disassembled. Awaiting transport back to Triumph
	Damon Bice

	8/20/12
	Cavity was taken to Site 38 for shipment to Triumph on MMR 158236
	JB/LZ

	8/21/12
	Cavity was shipped without the Vertical Test Preparation traveler being completed and closed.  Sent Jan Szal email asking if we want to delete this traveler from Vector or press to have it filled out.
	John Zweibohmer

	8/28/12
	Cavity location verification.  Cavity shipped to Triumph.
	Jim Rife
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