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Device Service Record Form for TE1PAV003
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	4-5-10
	Received in IB4 for inspection on RF 91256 (P/N MD 457528)
	L. Zimmerman

	6/1/2010
	Cavity moved from IB4 to ICB
	Genfa Wu

	6/15/10
	Cavity moved from MDTL to ICB
	Damon Bice

	11/2/10
	Transported to ANL for 120um EP
	Damon Bice

	3/11/11
	Cavity received 120um EP and HPR. Transported to IB4 for 800c bake
	Damon Bice

	4/1/11
	Cavity received 800c bake
	Damon Bice

	4/4/2011
	Cavity transported from IB4 to ANL per Damon Bice @ 1040 hours
	Rick Espinoza

	4/7/11
	Cavity received 20 um ep and is undergoing HPR/ VTS assembly
	Damon Bice

	4/18/11
	Cavity transported from ANL to IB1
	L. Zimmerman

	4/23/11
	Cavity mounted on stand, pumping, and 120C bakeout started.
	J. Ozelis

	4/25/11
	Bakeout completed, cavity in dewar
	J. Ozelis

	5/9/11
	Vertical test : Cavity quench  limited (from FE?) to 36.4 MV/m, FE onset at ~20 MV/m, strong Q-drop from FE loading. Q at quench = 2.3E9. LF Q was quite good - 3.1E10.  

Initially saw brief hint of a MP barrier at 18.6-19.0 MV/m, but was a "soft" barrier, easily breached, and did not appear again. Residual surface resistance appears to be about 3.7-3.6 nano-ohm.
	J. Ozelis

	5/12/11
	Cavity has been let up, crated, and awaiting pick-up.
	D. Marks

	5/17/2011
	Cavity has been moved from IB1 to ICB per Dan Marks @ 1320 hours
	Rick / Luke

	6/1/11
	A.Rowe transported to Cabot
	Damon Bice

	06/21/2011
	Transported from Cabot to ICB.  Cavity received 10um removal via CMP.  800C bake next.
	Allan Rowe

	6/22/2011
	Optical inspection performed
	E. Toropov

	6/22/2011
	There are a couple of small pits images from the optical inspection. They are duplicated in the root folder
	E. Toropov

	6/27/11
	Cavity transported to ANL from ICB per D.Bice
	J.Brown

	6/28/2011
	Cavity transported from ANL to IB4 per Damon Bice @ 1120 hours
	Rick Espinoza

	7/5/11
	Cavity moved from IB4 to ANL per Damon Bice
	JB

	7/13/11
	Cavity received HPR / assy sequence for VTS
	Damon Bice

	7/13/11
	Cavity moved from ANL to IB1
	L. Zimmerman

	7/13/11
	Cavity received at IB1
	D. Marks

	8/2/11
	Cavity has been let up and ready for pick-up
	D. Marks

	8/2/11
	Cavity was vertically tested and transported to ICB storage rack
	Damon Bice

	2/2/12
	Location verification.  Cavity at NorthStar Imaging for x-ray evaluation per Elvin Harms.
	Jim Rife

	8/28/12
	Cavity location verification.  Cavity @ NorthStar Imaging.
	Jim Rife

	12/26/12
	Cavity received in IB4 to be stocked. RF 95389.
	L. Zimmerman

	4/9/13
	Cavity location verification.  Cavity at IB4.
	Jim Rife
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