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Device Service Record Form for TE1CAT001
	Date
	Comments

(Include the following in each DSR entry: What, Where, Why)
	Info Provided By

	2/1/10
	Cavity received in IB#4 from Raja Ramana Centre for Advanced Technology (RRCAT)
	John Zweibohmer

	4/2/10
	Cavity was tumbled  in ICPA  and transported  to ANL for  light EP, 600c bake, light EP, HPR and assembly sequence
	Damon Bice

	4/7/10
	Cavity received light EP
	Chris Baker

	4/26/10
	Cavity received EP , furnace treatment,40 micron EP,  HPR/Assy sequence. Transported to A0 for test
	Damon Bice

	1/19/11
	Cavity picked up by Cabot Lab for CMP  polishing.
	Jim Follkie

	4/08/2011
	Cavity returned to ICB from Cabot.  Optical inspection is next.  No test to follow.
	Allan Rowe

	4/13/2011
	Cavity moved to IB4 RF Lab for Qext measurements of the new single cell 1.3 GHz elliptical cavity cold test couplers.
	T. Khabiboulline

	1/13/12
	Location verification.  Cavity location changed to IB4.
	Jim Rife

	1/19/12
	Cavity was moved from RF lab to ICB for photo and returned to ICB storage rack
	Damon Bice

	7/6/12
	Cavity moved to CPL EP tool for use as a place holder to verify recent repairs to the machine. No actual EP to take place
	Damon Bice

	8/22/12
	Cavity location verification.  Cavity @ IB4 CPL.
	Jim Rife

	4/11/13
	Cavity location verification.  Cavity shipped to India.  MMR#160024.
	 Jim Rife
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