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Device Service Record Form for TB9AES024
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	7-10-12
	Cavity received at IB4 for inspection on RF 94731
	L. Zimmerman

	08-14-2012
	RF QC completed, Frequency=1298.63MHz, Eccentricity= 0.29 FF=88%.
	P. Berrutti

	08-15-2012
	Cavity is back in the crate, IB4 hall.
	P. Berrutti

	8/21/12
	Cavity location verification.  Cavity @ IB4.
	Jim Rife

	Nov/02/2012
	Cavity moved to IB4 QC area for CMM inspection
	R. Riley

	Nov/06/2012
	Cavity returned from QC to IB4 floor.  CMM inspection completed.
	R. Riley

	11/6/12
	Cavity moved to ICB Optical Inspection.
	Jim Rife

	11/7/12
	Optical Inspection complete.
	Jim Rife

	11/7/12
	Cavity moved form ICB Optical Inspection to IB4.
	Jim Rife

	08/12/12
	Visual inspection completed. Cavity passed on for RF measurement
	Derek Plant

	12/6/12
	Cavity Location and packing verified IB4
	Derek Plant

	1/16/13
	Cavity moved to ICB for storage
	JB/LZ

	01/25/13
	Cavity taken to Site 38 for shipment to Advanced Energy Systems on MMR159960
	JB/LZ

	4/10/13
	Cavity location verification.  Cavity at AES.
	Jim Rife

	5/30/14
	Cavity transported from ICB to IB4 for Visual Inspection.
	Jim Rife

	6/4/14
	Visual Completed In IB4
	Derek Plant

	6/5/14
	RF QC is completed. F=1298.250 MHZ, Q=9198, FF=82%, Ecc=0.24mm.
	M. Hassan

	6/9/14
	Cavity transported from IB4 to ICB OPT INSP.
	Jim Rife

	6/9/14
	Optical Inspection is complete.  Cavity transported from ICB OPT INSP to ICB storage.
	Jim Rife

	6-13-2014
	Cavity moved from ICB to IB4 for US thickness measurements, US cleaning and HPR
	Rick Espinoza

	6/20/2014
	Cavity baked in MP9
	M. Merio

	6/23/14
	Cavity transported from MP9 to IB4 for RF Tuning.
	Jim Rife

	6/27/14
	Cavity tuning completed, Freq= 1297.34 MHz, Q=9011, FF=98% Ecc=0.44 mm. Cavity location: IB4.
	PB

	6/30/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	06/30/14
	Cavity received at ANL
	Chris Baker

	7/3/2014
	Cavity received 5µm EP at ANL
	Ryan Murphy

	7-14-2014
	Cavity transported from ANL to MP9
	Rick Espinoza

	7-17-2014
	Cavity moved from MP9 to IB1 for VTS
	Rick Espinoza

	7/21/14
	Cavity transported from IB1 to ICB.
	Jim Rife

	7/25/2014
	Cavity baked w N2 in MP9
	M. Merio

	7/28/14
	Cavity transported from MP9 to IB4.
	Jim Rife

	7/28/14
	RF check and tuning completed, F=1297.26 MHz, Q=8850, Ecc=0.6 mm FF=98%. Cavity located in IB4 cleanroom hall.
	PB

	07/28/14
	Cavity transported to ANL
	Chris Baker

	07/28/14
	Cavity received at ANL
	Chris Baker

	7/30/2014
	Cavity Received 5µm EP at ANL
	Ryan Murphy

	8-4-2014
	Cavity transported from ANL to ICB
	Rick Espinoza

	8-5-2014
	Cavity moved to optical inspection
	Rick Espinoza

	8/5/14
	Cavity moved from ICB OPT INSP to IB4 CPL
	Chad Thompson

	8/5/14
	Cavity loaded with ACT M, to be CBP for 5 hours
	Chad Thompson

	8/6/14
	Cavity emptied of media, cleaned, and prepped for next step
	Chad Thompson

	8/6/14
	Cavity loaded with RG 22, to be CBP for 12 hours
	Chad Thompson

	8/6/14
	Cavity emptied of media, cleaned, and prepped for next step
	Chad Thompson

	8/7/14
	Cavity loaded with 600 Al and wood blocks, to be CBP for 30 hours
	Chad Thompson

	8/8/14
	Cavity emptied of media, cleaned, and prepped for next step
	Chad Thompson

	8/11/14
	Cavity moved from IB4 CPL to IB4 cleanroom for HPR
	Chad Thompson

	08/15/14
	RF check after tumbling (70 microns?) completed: Freq= 1296.33 MHz, FF=88% Q=9153, Ecc=0.65 mm, length=1006.7 mm. Cavity is located in the furnace area, IB4.
	PB

	8/18/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	8/18/14
	Cavity received at ANL
	Chris Baker

	8/21/2014
	Cavity received 30µm EP at ANL
	Ryan Mruphy

	8/25/14
	Cavity transported from ANL to MP9.
	Jim Rife

	8/27/2014
	Cavity baked w N2 in IB4
	M. Merio

	8/29/14
	RF tuning completed, before tuning Freq=1296.24 MHz FF=86% Ecc=0.44 mm, after Freq=1296.35 MHz FF=98.4% Ecc=0.41 mm Q=8950. Cavity at IB4 in a black crate.
	PB

	9/2/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	9/2/14
	Cavity received at ANL
	Chris Baker

	9/3/14
	Cavity received 5um EP at ANL
	Chris Baker

	9/5/14
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	9/8/14
	Cavity transported from ANL to IB4.
	Jim Rife

	9/8/14
	Moved to IB1 VTS mounted to top plate #2 ready for testing
	Dburk

	9/9/14
	VTS test results from T&I e-log.   57398
	Jim Rife

	9-11-2014
	Cavity moved from IB1 to IB4
	Rick Espinoza

	9/15/14
	Cavity capped, placed in a music crate, and moved from IB4 to ICB rack for storage.
	Chad Thomson
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