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Device Service Record Form for TB9NR003
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	
	
	

	Mar/11/11
	Cavity moved to IB4 QC granite table for visual inspection.
	R. Riley

	Mar/29/11
	Visual inspection complete.  Cavity placed in Fermilab crate.  Moved to IB4 floor.
	R. Riley

	Mar/31/11
	Cavity moved to CMM in QC.
	R. Riley

	Apr/01/11
	CMM inspection complete.  Cavity returned to crate & IB4 floor.
	R. Riley

	04/05/2011
	Cavity moved to IB4 RF Lab for RF QC.
	T. Khabiboulline

	04/06/2011
	RF QC done, Cavity returned to crate & IB4 floor. F=1299.90 MHz, 79%. 
	T. Khabiboulline

	6/2/11
	Cavity in IB4.  Incoming inspection complete.  See Ginsburg Cavity Scheduling Mtg. 1-June-2011 slides for details.
	Jim Rife per Ginsburg Cavity Scheduling Mtg. 1-June-2011.

	6/7/2011
	Cavity moved from IB4 to ICB optical inspection stand per Camille Ginsburg
	RE / JB

	6/8/11
	Cavity optical inspection is performed. The cavity is in the carte near the system
	E Toropov

	6/8/11
	The images look dirty. There are many spots of junk and junk in pits
	E Toropov

	7/5/2011
	Cavity moved from optical inspection to the ICB rack per Camille Ginsburg
	RE / LZ

	11/15/2011
	Cavity transported from ICB to ANL per Damon Bice @ 1130 hours
	Rick Espinoza

	11/22/2011
	Cavity received 100 µm EP at ANL.
	Ryan Murphy

	11/28/2011
	Cavity transported from ANL to IB4 per Damon Bice @ 1530 hours
	Rick Espinoza

	11/30/2011
	Cavity transported from IB4 to ANL
	L. Zimmerman

	12/2/11
	Cavity received flash BCP of 5-10 min. The following note is from Tom Reid about the procedure;

Severe pitting seen on TB9NR003 after flash BCP. This was a fill/hold/dump process using new acid that was chilled to ~5 degrees C. Hold time was about 7 minutes and the acid temp. inside the cavity was 15 degrees C when dumped. Used same rinsing procedure as EP. To determine if the BCP acid was the culprit of the pitting, I etched two small coupons using the same acid with hold times of 5 min. and 10 min. No pitting was observed. 
	B. Stone

	12/05/2011
	Cavity transported from ANL to ICB inspection stand area.
	Z. Stauber

	12/08/2011
	Cavity optical inspection is performed by request from Allan. Surface away from equators is inspected. Cavity is in its crate in ICB.
	E. Toropov

	12/08/2011
	In inspection images pits are visible as expected
	E. Toropov

	12/19/11
	Next: TBD due to poor surface, light BCP or tumbling? Then 800C bake, light EP, VT prep, VT
	Jim Rife per Ginsburg Cavity Scheduling Mtg. 14-Dec-2011

	4-12-12
	Routing form returned to IB4. Disposition was: Taken to optical inspection system in ICB 6-7-11. Routing form now closed.
	L. Zimmerman

	8/21/12
	Cavity location verification.  Cavity @ ICB.
	Jim Rife

	4/10/13
	Cavity location verification.  Cavity at ICB.
	Jim Rife

	9-18-2013
	Cavity moved from ICB to Site-38 long-term storage
	Rick Espinoza

	2/19/15
	Cavity location verification.  Cavity at SITE 38 LONG-TERM STORAGE.
	Jim Rife
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