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Device Service Record Form for TE5CAT006
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	10/16/13
	RF QC DONE Frequency=1297.8 MHz, Q=9802 FF=77.5%. The cavity is located in the crate in IB4 hall. 
	P. Berrutti

	10/31/13
	CMM measurement completed at IB4 Q.C. lab
	O. Lira

	11/5/13
	Leak Test Completed in IB4
	D.Plant

	11/5/13
	Transported to ICB for optical inspection
	Damon Bice

	11/8/13
	Cavity transported from ICB to ANL.
	Jim Rife

	11/8/13
	Cavity received at ANL
	Chris Baker

	11/26/2013
	Cavity received 120µm EP at ANL
	Ryan Murphy

	12-2-2013
	Cavity transported from ANL to IB4 furnace area
	Rick Espinoza

	12/3/13
	Cavity in ICB Optical Inspection.
	Jim Rife

	12/3/13
	Optical Inspection complete.  Cavity in ICB OPT INS area for further inspection.
	Jim Rife

	12/11/13
	Cavity transported from IB4 to ANL.
	Jim Rife

	12/11/13
	Cavity received at ANL
	Chris Baker

	12/12/2013
	Cavity received 20µm EP at ANL
	Ryan Murphy

	12/16/13
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	12/17/13
	Cavity transported from ANL to MP9
	Chris Baker

	1/10/14
	VTS test results from T&I e-log.   54463
	Jim Rife

	1/14/14
	Cavity location verification.  Cavity at IB1.
	Jim Rife

	1/17/14
	Transported to CPL for cage / tumbling setup
	Damon Bice

	1/17/14
	Cavity is fully dressed and under vacuum.
	Rick Espinoza

	2-6-14
	Removed hardware IB4 cleanroom
	Dburk

	2-6-14
	Moved to ICB optical inspection
	Dburk

	2/6/14
	Optical Inspection is complete.
	Jim Rife

	2/6/14
	Moved to IB4 CPL for tumbling
	Chad Thompson

	2-6-14
	Prepped cavity for tumbling, filled cavity with ultra-pure water to figure out the volume of the cavity. The total volume is 15L 
	Dburk

	2-7-14
	Weighed cavity with media (ACT M 8L and 3.7 L UPW) spiders end plates 130lbs. need to match the dummy weight before tumbling
	Dburk

	2-12-14
	Finished ACT M for 8 hours cleaned and prepped for RG22.5 cones used
	dburk

	2/13/14
	Tumbled cavity for 12h with RG22
	Chad Thompson

	2-14-14
	Optical inspection was done ,welds still there CC wants us to repeat tumbling steps 1 to 4  
	Dburk

	2-17-14 
	Loaded cavity with ACT M and tumbled for 7.4 hours had to cool cavity every ½ hour temp. was going above 50c cleaned and prepped for next step
	Dburk

	2-19-14
	Loaded with RG22.5 cones (used ) started tumbling, will tumble total of 12 hours 
	Dburk

	2/20/14
	Cavity cleaned and prepped for next step
	Chad Thompson

	2/20/14
	Loaded with 800 mesh Al and wood blocks, started tumbling, will tumble total of 28 hours
	Chad Thompson

	2/21/14
	Cavity cleaned and prepped for next step
	Chad Thompson

	2/21/14
	Loaded with colloidal silica and wood blocks, started tumbling, will tumble total of 86 hours
	Chad Thompson

	2/25/14
	Cavity cleaned and prepped for next step
	Chad Thompson

	2/26/14
	Cavity moved to IB4 cleanroom for HPR
	Chad Thompson

	2/27/14
	Cavity received 3 pass HPR
	Chad Thompson

	2/28/14
	Cavity moved to ICB for optical inspection
	Chad Thompson

	2/28/14
	Optical Inspection complete.
	Jim Rife

	3/03/14
	Cavity moved to IB4 CPL
	Chad Thompson

	4/16/14
	Cavity transported from ICB to IB4.
	

	7/8/14
	Cavity location verified IB4
	Chad Thompson

	7-22-2014
	Cavity moved to ICB for display
	Rick / Jim

	8/19/14
	Cavity moved to ICB rack awaiting transport to ANL
	Chad Thompson

	8/21/14
	Cavity moved from ICB to IB4 cleanroom
	Chad Thompson

	8/22/14
	Cavity degreased, dried overnight, bagged, and put in a music crate next to the IB4 UPW plant awaiting transport to ANL
	Chad Thompson

	8/25/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	8/25/14
	Cavity received at ANL
	Chris Baker

	8/28/14
	Cavity received 30um EP at ANL
	Chris Baker

	9/2/14
	Cavity transported from ANL to IB4.
	Jim Rife

	9/9/14
	In IB4 RF Lab for tuning. RF QC is complete F=1295.73 MHz, Q=10063, FF=92%
	M. Hassan

	9/10/14
	RF tuning completed FF=98% Freq=1296 MHz Q=10000, Cavity in RF lab.
	PB

	9/15/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	09/15/14
	Cavity received at ANL
	Chris Baker

	9/18/14 
	Cavity received 20um EP at ANL
	Chris Baker

	9/22/14 
	Cavity transported from ANL to IB4.
	Jim Rife

	9/25/14
	Cavity transported to MP9 for 120C bake
	M. Merio

	9/29/14
	Cavity transported to IB4
	M. Merio

	10/6/14
	Cavity installed into top plate #2 at VTS[image: image1.jpg]



	Dburk

	10/7/14
	Test results from T&I e-log   57815
	Jim Rife

	10/9/14
	Cavity transported from IB1 to IB4.
	Jim Rife

	10/13/14
	Cavity degreased 
	Bgolden

	10/14/14
	Cavity Nitrogen doped @800c
	Bgolden 

	10/16/14
	RF tuning completed, Freq=1295.865 MHz, FF= 98%, Q=9580. Cavity is located in IB4 Furnace area.
	PB

	10/17/14
	Cavity transported from IB4 to ANL.
	Jim Rife

	10/17/14
	Cavity received at ANL
	Chris Baker

	10/21/14
	Cavity received 5um EP at ANL
	Chris Baker

	10-22-2014
	Cavity transported from ANL to IB4
	Rick Espinoza

	10/23/14
	Cavity received 1st HPR (2 pass)
	Chad Thompson

	10/24/14
	Cavity received 1st assembly and 2nd HPR (3 pass)
	Chad Thompson

	10/29/14
	Cavity received final inspection, passed leak test, and transported from IB4 to IB1
	Chad Thompson

	11/3/14
	VTS Test results:  58359 
	Jim Rife

	11/5/14
	Cavity transported from IB1 to IB4.
	Jim Rife

	11-19-2014
	Cavity transported from IB4 to ANL
	Rick Espinoza

	11/19/14
	Cavity received at ANL
	Chris Baker

	11/25/14
	Cavity received 10um EP at ANL
	Chris Baker

	11/26/174
	Cavity transported from ANL to CPL cleanroom for VTS prep
	Chad Thompson

	12/4/14
	VTS prep complete, cavity transported to IB1 for VTS
	Chad Thompson

	12/18/14
	Cavity transported from IB1 to ICB
	Bgolden

	2/12/2015
	Cavity location verification. Cavity in ICB
	Rick / Jim

	4/21/15
	Cavity being returned to RRCAT on MMR#0013090.
	John Zweibohmer
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