TD/Engineering & Fabrication

Specification # 5520-FM-333428

January 9, 2001 

Rev. A


Device Service Record Form for TE1CATLZW001
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	4/17/13
	Visual and CMM Inspection completed at QC Lab.
	O. Lira

	5/07/13
	Leak test completed in IB4.
	D Plant

	5/8/13
	Cavity transported to ICB OPT INSP.
	Jim Rife

	5/8/13
	Optical Inspection complete.  Cavity transported to IB4.
	Jim Rife

	6/28/13
	Transport cavity to ANL for BCP/HPR
	Bgolden

	6/28/13
	Cavity received at ANL
	Chris Baker

	7/10/13
	Received 120um BCP (60um in each direction)
	Damon Bice

	7-10-2013
	Cavity transported from ANL to IB4 oven area
	Rick Espinoza

	7-11-13
	Received 800c / 2hrs no caps 
	Damon Bice

	7/12/13
	Cavity in ICB Optical Inspection area.
	Jim Rife

	7/12/13
	Optical Inspection complete.  Cavity transported to ANL.
	Jim Rife

	7/12/13
	Cavity received at ANL
	Chris Baker

	7/15/2013
	Cavity received 40 µm EP at ANL
	Ryan Murphy

	7/18/13
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	8-12-2013
	Cavity transported from ANL to IB1
	Rick Espinoza

	8/15/13
	Cavity transported from IB4 to ICB Opt Insp
	Jim Rife

	8/16/13
	Optical Inspection is complete.
	Jim Rife

	8-15-2013
	Cavity moved from IB1 VTS to IB4 for disassembly to ICB for optical inspection
	Rick Espinoza

	8-15-13
	Prepped cavity for tumbling, started tumbling , had to stop because tumbler broke idler pulley tumbled for 6.2 hours out of 12 hours needed
	Dburk

	8-15-13
	Cleaned media out of cavity using upw and sonic tank strapped to bench until tumbler is repaired
	Dburk

	8-21-13
	Repaired tumbler and refilled cavity with media and tumbled for 6 hours
	Dburk

	8-21-13
	Cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-22-13
	Filled cavity with media (cones) and started tumbling 16hours,after tumbling  cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-24-13
	Filled cavity with media (800 mesh, wood) and started tumbling for 30hours,
	Dburk

	8-25-13
	after tumbling  cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-26-13
	Soaking wool cubes in colloidal silica for next step 
	Dburk

	8-26-13
	Cavity moved to cleanroom and received 1 pass HPR
	Chad Thompson

	8-26-13
	Cavity moved to ICB and received optical inspection
	Chad Thompson

	8-26-13
	Cavity moved to IB4 CPL
	Chad Thompson

	8-26-13
	Filled cavity colloidal silica wool cubes started tumbling
	Dburk

	8-30-13
	Stopped tumbling after 85 hours, cleaned, sonic cleaned, could not HPR because of a malfunctioning HMI, removed cavity from HPR placed in bucket of upw for the Labor Day weekend 
	Dburk

	9-3-13 
	Repaired HPR and did a sonic cleaning in clean room before a 2 pass HPR on cavity, after HPR dried with Nitrogen and then moved  to ICB and received optical inspection, moved back to CPL
	dburk

	9-4-13
	Gave the cavity to Curtis Crawford for EP processing in CPL  
	Dburk

	9-16-2013
	Cavity moved from MP9 to IB1
	Rick Espinoza

	1/14/14
	Cavity location verification.  Cavity location unknown.
	Jim Rife

	1/15/14
	Cavity found at ICB.
	Jim Rife

	2/12/2015
	Cavity location verification. Cavity in ICB
	Rick / Jim

	5/28/15
	Cavity transported from ICB to IB4 CPL cleanroom for HPR study
	Chad Thompson
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