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Device Service Record Form for TB9NR011
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	10/21/11
	Cavity received in IB4 from Niowave Inc.
	JB

	4/11/2012
	Visual inspection completed. Cavity placed in larger more substantial crate located MID FLOOR in IB4
	

	05/16/2012
	RF QC Done Freq=1299.39 MHz Ecc=1 mm FF=94%.
	P. Berrutti

	05/16/2012
	 Cavity is back to storage: crate in IB4.
	P. Berrutti

	8/21/12
	Cavity location verification.  Cavity @ IB4.
	Jim Rife

	Feb/22/13
	Cavity moved to IB4 QC for CMM inspection.
	R. Riley

	Feb/26/13
	CMM inspection complete.  Returned to IB4 production floor.
	R. Riley

	4/9/13
	Cavity location verification.  Cavity at IB4.
	Jim Rife

	9/13/13
	Verified location at IB4
	JB

	9-18-2013
	Cavity moved from ICB to Site-38 long-term storage
	Rick Espinoza

	2/19/15
	Cavity location verification.  Cavity at SITE 38 LONG-TERM STORAGE.
	Jim Rife

	4/24/15
	Cavity transported from SITE 38 LONG-TERM STORAGE to ICB.
	Jim Rife

	4/27/15
	Cavity transported from ICB to ICB OPT INSP.
	Jim Rife

	4/28/15
	Optical Inspection is complete.  Cavity transported from ICB OPT INSP to ICB storage.
	Jim Rife

	6/17/15
	Location Verification
	Damon Bice
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