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Device Service Record Form for B9AS-RRCAT-301
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	10/11/13
	RF QC DONE F=646.7 MHz, Q=12758. The cavity is back to the crate in IB4 Hall.
	P. Berrutti

	10/28/13
	CMM Inspection completed in QC Lab.
	O. Lira

	10/29-13
	Leak Testing complete in QC Lab
	Derek Plant

	10-30-2013
	Cavity transported from IB4 to ANL
	Rick Espinoza

	10/30/13
	Cavity received at ANL
	Chris Baker

	10/312013
And

1/1/2013
	Cavity received 120 µm EP at ANL.  70 the first day and 50 the second.
	Ryan Murphy

	11-6-2013
	Cavity transported from ANL to MP9
	Rick Espinoza

	11/8/13
	Cavity transported from MP9 to ANL.
	Jim Rife

	11/8/2013
	Cavity received at ANL
	Chris Baker

	11/13/2013
	Cavity received 20µm EP at ANL.
	Ryan Murphy

	11/27/13
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	12-2-2013
	Cavity transported from ANL to MP9
	Rick Espinoza

	12/20/13
	Cavity transported to ANL
	Chris Baker

	12/20/13
	Cavity received at ANL
	Chris Baker

	12/30/13
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	1/2/2014
	Cavity transported from ANL to IB1
	Rick Espinoza

	1/2/2014
	Power cable is connected to the connector on cavity's top side. Probe cable (Pt bottom) connected to the bottom side connector.
	Mohamed Hassan

	1-9-2014
	Cavity moved from IB1 to ICB
	Rick Espinoza

	1/14/14
	Cavity location verification.  Cavity at ICB.
	Jim Rife

	2/12/2015
	Cavity location verification. Cavity in ICB
	Rick / Jim

	6/19/15
	Location Verification
	Damon Bice

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Page 1 of 1

