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Rev. A


Device Service Record Form for TB9AES029
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	3/25/14
	Received in IB4
	JB

	4/11/14
	Visual and Leak Test completed in IB4
	DP

	4/11/14
	In IB4 RF clean room for income RF QC
	M. Hassan

	4/17/14
	RF QC is complete. F=1299.199 MHz Q=9344 FF=71% Ecc=0.57 mm.
	M. Hassan

	4/17/14
	Cavity is back to crate
	M. Hassan

	4/22/14
	Moved to CMM for inspection.
	R. Riley

	4/23/14
	CMM inspection complete.  Moved to IB4 production floor.
	R. Riley

	4/30/14
	Cavity transported from IB4 to ICB OPT INSP.
	Jim Rife

	5/1/14
	Optical inspection complete.  Cavity moved from ICB OPT INSP to ICB storage.
	Jim Rife

	5/1/14
	Cavity transported from ICB to IB4.
	Jim Rife

	5/7/14
	Cavity moved to ICB for storage
	JB

	7/23/14
	Shipped to Cornell on MMR#0006196
	John Zweibohmer

	2/16/17
	Cavity location verification.  Cavity verified as at Cornell University by Matthias Liepe.
	Jim Rife

	6/29/15
	Cavity on it’s way to IB4. Due 6/29 in IB4
	Damon Bice

	7/1/15
	Cavity transported from ICB to IB4.
	Jim Rife

	7/6/15
	End group leak check was done by Dave
	M. Hassan

	7/6/15
	RF QC is done. F=1297.74 MHz Q=8996 FF=91.5% Ecc=0.46 mm L=1006.49 mm
	M. Hassan

	7/7/15
	Final RF tuning is completed. F=1297.96 MHz Q=8902 FF=99.0% Ecc=0.27 mm L=1007. 75 mm
	M. Hassan

	7/15/15
	Cavity transported from IB4 to MP9; Cavity waiting for Helium Vessel Weldment 
	Bgolden
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