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Device Service Record Form for TB9NR016
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	3/21/12 
	Cavity received in IB4 from Niowave.
	Jim Rife

	4/16/12
	Visual inspection completed by Derek Plant. Cavity in IB4.
	RR

	Apr/24/12
	Moved to CMM RS-220 in IB4 QC for CMM inspection.
	RR

	Apr/25/12
	CMM inspection completed.  Cavity moved to surface plate outside QC.
	RR

	Apr/26/12
	Moved to RF clean room in IB4 for RF QC.
	M. Hassan

	Apr/26/12
	RF QC is completed. F=1299.26 MHz, FF=88% , ECC=0.74 mm
	M. Hassan

	Apr/27/12
	Cavity is back to surface plate outside QC
	M. Hassan

	8/21/12
	Cavity location verification.   Cavity @ ICB.
	Jim Rife

	4/10/13
	Cavity location verification.   Cavity at IB4.
	Jim Rife

	8/28/13
	Leak Checked Passed 
	Derek Plant

	9-18-2013
	Cavity moved from ICB to Site-38 long-term storage
	Rick Espinoza

	2/19/15
	Cavity location verification.  Cavity at SITE 38 LONG-TERM STORAGE.
	Jim Rife

	5/8/15
	Cavity transported from SITE 38 LONG-TERM STORAGE to ICB OPT INSP.
	Jim Rife

	5/13/15
	Optical Inspection is complete.  Cavity transported from ICB OPT INSP to ICB storage.
	Jim Rife

	5-26-15
	Cavity transported to IB4 to prepare for tumbling
	dburk

	5/27/15
	Cavity prepped for 120 micron CBP
	Chad Thompson

	6/1/15
	Cavity moved to IB4 cleanroom for HPR
	Chad Thompson

	6/2/15
	Cavity transported from IB4 to ICB OPT INSP lab
	Chad Thompson

	6/2/15
	Cavity transported from ICB to IB4 CPL for replica
	Chad Thompson

	6-15-15
	Moved to NML for a display, location in key words is wrong could not key in location of NML
	dburk

	7-15-15
	Moved from NML to IB4 CPL tumbling to prep for tumbling
	dburk

	10/19/15
	Cavity transported from NML to ICB for display.
	Jim Rife
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