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Device Service Record Form for TB9AES037-SST
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	3/11/13
	Cavity received in IB4 on RF 95627.
	L. Zimmerman

	4/9/13
	Cavity location verification.  Cavity at IB4.
	Jim Rife

	4/26/13
	RF QC done, Freq= 1298.26 MHz, FF=66%, Ecc= 0.33 mm
	P. Berrutti

	4/26/13
	Cavity is still in RF lab for tuning.
	P. Berrutti

	5/2/2013
	Tuning completed Frequency= 1297.337 MHz, FF=99% Eccentricity=0.4 mm.
	P. Berrutti

	5/2/2013
	Cavity is on the cart outside RF LAB next in the oven area of IB4.
	P. Berrutti

	5/3/2013
	Cavity sent to AES on MMR 159906. 
	L. Zimmerman

	5/30/14
	Cavity received from AES and delivered to ICB.
	Jim Rife

	2/12/2015
	Cavity location verification. Cavity in ICB
	Rick / Jim

	6/19/15
	Location Verification
	Damon Bice

	10/20/15
	Cavity transported from ICB to IB4 for tuning check.
	Jim Rife

	10/22/15
	Cavity transported from IB4 to ANL.
	Jim Rife

	10/22/15
	Cavity received at ANL
	Chris Baker

	10/28/15
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	11/2/15
	Cavity transported from ANL to ICB.
	Jim Rife

	11/4/15
	Cavity transported from ICB to IB1 VTS.
	Jim Rife

	11/11/15
	Cavity transported from IB1 to ICB awaiting VTS.  Cavity moved due to storage constraints in IB1.
	Jim Rife

	12/3/15
	Cavity transported from ICB to IB1 VTS.
	Jim Rife

	12/7/15
	Cavity transported from IB1 to ICB.
	Jim Rife
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