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Device Service Record Form for B9A-AES-008
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	Sep/05/2013
	Cavity unpacked from crate on IB4 floor & moved to surface plate outside Q.C.
	R. Riley

	Oct/03/2013
	Cavity returned to crate & stored on IB4 floor.  Visual inspection finished.
	R. Riley

	1/15/14
	Cavity location verification.  Cavity at IB4.
	Jim Rife

	2/18/14
	In RF lab for QC
	M. Hassan

	2/27/14
	RF QC is done. F=649.141 MHz, Q=12768, and FF=75%. Cavity is Back to storage.
	M. Hassan

	4/4/14
	Cavity transported to ICB for display.
	Jim Rife

	4/16/14
	Cavity transported from ICB to IB4.
	Jim Rife

	Jul/17/14
	Cavity moved to CMM for inspection.
	R. Riley

	Jul/21/14
	Cavity returned to crate and IB4 floor.  CMM inspection complete.
	R. Riley

	7-22-2014
	Cavity moved to ICB for display
	Rick / Jim

	9/15/14
	Cavity leak tested in ICB in situ as display
	Derek

	9/24/14
	Cavity transported from ICB to ICB OPT INSP
	Jim Rife

	9/25/14
	Optical inspection complete.
	Jim Rife

	2-12-2015
	Cavity location verification. Cavity in ICB
	Rick / Jim

	6/19/15
	Location Verification
	Damon Bice

	8/24/15
	Ultrasonic thickness measurement on cavity
	Chad Thompson

	8/25/15
	Cavity transported to ANL.
	Jim Rife

	08/25/15
	Cavity received at ANL
	Chris Baker

	01/08/16
	Cavity received at ANL
	Chris Baker
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