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Device Service Record Form for TE1PAV007
	Date
	Comments

(Include the following in each MSR entry: What, Where, Why)
	Info Provided By

	4/9/13
	Cavity location verification.  Cavity at IB4.
	Jim Rife

	4/12/13
	Visual and CMM Inspection completed
	O. Lira

	4/22/13
	Leak Test Completed in IB4 by Derek Plant
	D. Plant

	7/25/13
	Cavity transported from IB4 to ICB Optical Inspection.
	 Jim Rife

	7/25/13
	Optical Inspection complete.
	Jim Rife

	8-13-2013
	Cavity moved from ICB Optical inspection to IB4
	Rick Espinoza

	8-15-13
	Prepped cavity for tumbling, started tumbling , had to stop because tumbler broke idler pulley tumbled for 6.2 hours out of 12 hours needed
	Dburk

	8-15-13
	Cleaned media out of cavity using upw and sonic tank strapped to bench until tumbler is repaired
	Dburk

	8-21-13
	Repaired tumbler and refilled cavity with media and tumbled for 6 hours
	Dburk

	8-21-13
	Cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-22-13
	Filled cavity with media (cones) and started tumbling 16hours,after tumbling  cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-24-13
	Filled cavity with media (800 mesh, wood) and started tumbling for 30hours,
	Dburk

	8-25-13
	after tumbling  cleaned media out of cavity using upw and sonic tank strapped to bench
	Dburk

	8-26-13
	Soaking wool cubes in colloidal silica for next step 
	Dburk

	8-26-13
	Cavity moved to cleanroom and received 1 pass HPR
	Chad Thompson

	8-26-13
	Cavity moved to ICB and received optical inspection
	Chad Thompson

	8-26-13
	Cavity moved to IB4 CPL
	Chad Thompson

	8-26-13
	Filled cavity colloidal silica wool cubes started tumbling
	Dburk

	8-30-13
	Stopped tumbling after 85 hours, cleaned, sonic cleaned, placed in a bucket filled upw waiting for HPR
	Dburk

	9/17/13
	Moved to ICB for optical inspection, moved back to IB4 CPL
	Chad Thompson

	9/27/13
	Moved to ICB rack
	Chad Thompson

	1/14/14
	Cavity location verification.  Cavity at ICB.
	Jim Rife

	1/16/14
	Bare Cavity with end caps.
	Rick/Jim

	5/23/14
	Cavity moved to IB4 CPL
	Chad Thompson

	7/8/14
	Cavity moved from IB4 CPL to ICB
	Chad Thompson

	2/13/15
	Cavity location verification.  Cavity at ICB.
	Jim Rife

	6/19/15
	Location Verification
	Damon Bice

	10/5/15
	Cavity transported from ICB to ANL.
	Jim Rife

	10/05/15
	Cavity received at ANL
	Chris Baker

	10/07/15
	Cavity received 60um EP at ANL
	Chris Baker

	10/9/15
	Cavity transported from ANL to ICB
	Chad Thompson

	10/13/15
	Cavity transported from IB4 to ANL.
	Jim Rife

	10/13/15
	Cavity received at ANL
	Chris Baker

	10/15/15
	Cavity received HPR/assembly sequence at ANL
	Chris Baker

	10/16/15
	Cavity transported from ANL to ICB awaiting VTS.
	Jim Rife

	10/28/15
	Cavity transported from ICB to IB4 cleanroom for venting and VTS hardware removal
	Chad Thompson

	10/29/15
	Cavity transported from IB4 cleanroom to ICB storage
	Chad Thompson

	12/02/15
	Cavity transported to IB4 CPL for 30 micron EP
	Chad Thompson

	12/09/15
	Cavity transported to IB4 cleanroom for VTS prep
	Chad Thompson

	12/11/15
	Cavity transported to IB1 VTS
	Chad Thompson

	1/14/16
	Cavity transported from IB1 VTS to IB4 cleanroom for VTS prep
	Chad Thompson

	3/8/16
	Cavity moved to IB4 cleanroom for venting and disassembly
	Chad Thompson

	3/8/16
	Cavity moved to IB4 CPL for 2um EP
	Chad Thompson

	3/11/16
	Cavity moved to IB4 cleanroom for VTS prep
	Chad Thompson

	3/17/16
	Cavity moved to IB1 VTS
	Chad Thompson
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